




Gedik Kaynak Sanayi Ve Ticaret A/S
Istanbul - TURKEY

for the product

Solid Wire / Gas Combination for TIG Welding

Designation : GEKA SG2 / Ar
Grade : 4YM
Description : Gas Shield Argon 100%
Diameter : 1.6-2.0-2.4-3.2 mm
Welding current : DC (-)
Welding position : All positions for butt welding except vertical downwards (PA, PF, PC, PE)
Remark : NIL

This certificate is issued to attest that Bureau Veritas Marine & Offshore did undertake the relevant approval procedures for the product identified
above which was found to comply with the relevant requirements of Bureau Veritas Marine & Offshore Rules on Materials and Welding for the
Classification of Marine Units.

This certificate will expire on: 16 Jun 2021

For Bureau Veritas Marine & Offshore,
Local office: BV ISTANBUL

Issued on 16 Jun 2020

Surveyor: G. Yilmaz
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Certificate number : WM 12259/25/I.0

File number : 12259 N 2012

TYPE APPROVAL CERTIFICATE
as per Bureau Veritas Marine & Offshore Classification Rules

This certificate is issued to

This certificate remains valid until the date stated above, unless cancelled or revoked, provided the conditions indicated in the subsequent page(s) are complied with
and the product remains satisfactory in service. This certificate will not be valid if the applicant makes any changes or modifications to the approved product, which
have not been notified to, and agreed in writing with Bureau Veritas Marine & Offshore. Should the specified regulations or standards be amended during the validity
of this certificate, the product(s) is/are to be re-approved prior to it/they being placed on board vessels to which the amended regulations or standards apply.
This certificate is issued within the scope of the General Conditions of Bureau Veritas Marine & Offshore. Any Person not a party to the contract pursuant to which this
document is delivered may not assert a claim against Bureau Veritas Marine & Offshore for any liability arising out of errors or omissions which may be contained in
said document, or for errors of judgement, fault or negligence committed by personnel of the Society or of its Agents in establishment or issuance of this document,
and in connection with any activities for which it may provide.

The Electronic Version is available at: http://www.veristarpm.com/veristarnb/jsp/viewPublicPdfWelding.jsp?id=e7zhsfp6bi

BV Mod. Ad.E 537 June 2017 This certificate consists of 1 page(s)



 

 

 

 

 

1) Erläuterungen zu den mitgeltenden Werkstoffen sind der VA 918 490, Anhang 3 zu entnehmen. 

DB Systemtechnik 

Zertifizierungsstelle für Schweißzusätze 

14774 Brandenburg-Kirchmöser 

 

   
 

Zulassungszertifikat 
für  

Schweißzusätze und Schweißhilfsstoffe 

 
 
Hersteller:  Gedik Kaynak Sanayi Ve Ticaret A. S.                     
                    Ankara Cad. No. 306 
                    34906 PENDIK-ISTANBUL  
                    TÜRKEI 
 
 

Schweißzusatz: SG-Schweißstab  DB-Zulassungs-Nr.: 42.110.05 

Markenbezeichnung: GeKa SG 2 TIG    Geltungsdauer: 31.12.2020 

Normbezeichnung: DIN EN ISO 636-A-W 42 4 I1 3Si1   

Geltungsbereich aufgrund der nach VA 918 490 durchgeführten Eignungsprüfung: 

Werkstoffgruppe nach 
CEN ISO/TR 15608 

1)
: 

Mit dem Schutzgas nach DIN EN ISO 14175 – I1:  

2.1 (ReH ≤ 420 MPa)  

 

Schweißprozess nach DIN EN ISO 4063: 141  

Schweißpositionen nach DIN EN ISO 6947: PA, PB, PC, PE, PF  

Stromart und Polung: = (−) 

Durchmesserbereich: 1,0 - 4,0 mm 

Bemerkungen/Schweißbedingungen:        ./.  

 

 

 

 

 

 

Kirchmöser, den 01.03.2018                                       
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TYPE APPROVAL CERTIFICATE 

Certificate No: 

TAW00001DY 

 

 

 

 

 

This is to certify: 

That the Wire/Gas combination 

 

with trade name 

GeKa SG2/I1 

 

Manufacturer 

Gedik Kaynak Sanayi ve Ticaret A.S.  
Istanbul, Turkey 

 
is found to comply with 

DNV GL rules for classification – Ships 

 

 

with this approval 
 

 

Grade IV YM 

Current DC - 

Approved diameter 1,6 - 3,2mm 

Positions All including vertical down 

Remarks For Tungsten inert gas welding (TIG) 

 

 

Product(s) approved by this certificate is/are accepted for installation on all vessels classed 

by DNV GL. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

This Certificate is valid until 2021-04-12.  
  
Issued at Hamburg  on 2016-04-13 
 

 

DNV GL local station: Istanbul 

 

Approval Engineer: Hans-Joachim Vogt 

for DNV GL  

  

Thorsten Lohmann  

Head of Section  
 

                                                
 Any significant change in design or construction may render this Certificate invalid.  






